
Controlled Clearances for easier running. Correct 
clearances result in an easier stab with less wobble 
and easier make up. 
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The Precision Connections Two Step was 
designed to provide maximum sealing and 
interchangeability with other licensed two 
step tubing connections. The PC-6 and PC-8 
use precision ground gages and setting 
standards to ensure premium connection 
design tolerances are maintained.  

Interchangeable with Hydril™CS® 
and PH6™ for simple running solu-
tions. 

The ratings exceed pipe body yield, 
tensile and burst. 

Multiple Seals – Designed with a radial pin nose 
seal and a torque energized angular shoulder 
seal. 

A FEW WORDS ABOUT US... 
Precision is dedicated to the development of new premium and semi premium connections to 
meet the challenges of horizontal well completions. We provide classic and innovative ways to 
keep your tubing and casing connected tighter, safer, and stronger. This allows you to maintain 
schedules, drastically reduce safety concerns and save on operational costs. Whether you are 
looking for API couplings, semi-premium or premium connections, we’ve got you covered.  

Straight Modified Buttress Threads minimize the 
chance of galling or cross threading. The two 
step threads allow deep stabbing. 

Tighter Tolerances to prevent thread locking 
and high hoop stresses at the seals. 



             Make Up Torque (FT-LB)       

      Pipe      Connection   J-55     L-80     P-110   

Size 
Weight 
(Lb/ft) Wall Nom ID API Drift ID Bore 

Turned 
OD Min Opt Max Min Opt Max Min Opt Max 

2 3/8 4.70 0.190 1.995 1.901 1.945 2.705     1,120       1,320      1,420      1,520      1,720      1,920      1,520      1,720      1,920  

2 3/8 5.30 0.218 1.939 1.845 1.890 2.750     1,120       1,320      1,420      1,520      1,720      1,920      1,520      1,720      1,920  

2 7/8 6.50 0.217 2.441 2.347 2.371 3.220     1,520      1,720      1,920      2,120      2,420      2,620      2,120      2,420      2,620  

3 1/2 9.30 0.254 2.992 2.867 2.920 3.915     2,520      2,820       3,120       3,020       3,420       3,820       3,020       3,420       3,820  

3 1/2 10.30 0.289 2.922 2.797 2.870 3.980     2,520      2,820       3,120       3,020       3,420       3,820       3,020       3,420       3,820  

4     11.00 0.262 3.476 3.351 3.395 4.417      3,020       3,420       3,820       3,520      4,020      4,420       3,520      4,020      4,420  

4 1/2 12.75 0.271 3.958 3.833 3.865 4.920      3,520      4,020      4,420      4,520      5,120      5,620      4,520      5,120      5,620  

4 1/2 13.50 0.290 3.920 3.795 3.840 4.955      3,520      4,020      4,420      4,520      5,120      5,620      4,520      5,120      5,620  

PC-6 connections are interchangeable with Hydril™ PH6™ 

CONNECTION DATA 

PC-8 connections are interchangeable with Hydril™ CS® 

CONNECTION DATA 

http://precision-llc.com 

             Make Up Torque (ft-Lbs)       

      Pipe      Connection   J-55     L-80     P-110   

Size 
Weight 
(Lb/ft) 

Wall Nom ID API Drift ID Bore 
Turned 

OD 
Min Opt Max Min Opt Max Min Opt Max 

2 3/8 5.95 0.254 1.867 1.773 1.805 2.906     1,820      2,120       2,320      2,220      2,520      2,820      2,720       3,120       3,420  

2 3/8 6.20 0.261 1.853 1.759 1.795 2.938     1,820      2,120       2,320      2,220      2,520      2,820      2,720       3,120       3,420  

2 3/8 7.70 0.336 1.703 1.609 1.645 3.125     1,820      2,120       2,320      2,220      2,520      2,820      2,720       3,120       3,420  

2 7/8 7.90 0.276 2.323 2.229 2.265 3.438     2,620       3,020       3,320       3,020       3,420       3,820       3,520      4,020      4,420  

2 7/8 8.70 0.308 2.259 2.165 2.200 3.500     2,620       3,020       3,320       3,020       3,420       3,820       3,520      4,020      4,420  

2 7/8 9.50 0.340 2.195 2.101 2.130 3.625      3,720      4,220      4,620      4,520      5,120      5,720      5,520       6,320      7,020  

2 7/8 10.70 0.392 2.091 1.997 2.030 3.688      3,720      4,220      4,620      4,520      5,120      5,720      5,520       6,320      7,020  

3 1/2 12.95 0.375 2.750 2.626 2.687 4.313      4,320      4,920      5,420      5,620       6,320      7,020      7,120      8,020      8,920  

3 1/2 15.80 0.476 2.548 2.423 2.485 4.500      4,320      4,920      5,420      5,620       6,320      7,020      7,120      8,020      8,920  

4     13.40 0.330 3.340 3.215 3.275 4.625      4,320      4,920      5,420      5,620       6,320      7,020      7,120      8,020      8,920  

4 1/2 15.50 0.337 3.826 3.701 3.765 5.125     4,820      5,420      6,020      6,120      6,920      7,620      7,620      8,620      9,520  

4 1/2 19.20 0.430 3.640 3.515 3.560 5.313     5,920      6,720      7,420      7,620      8,620      9,520      9,620    10,820    12,020  
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